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FULLY AUTOMATIC & ANONYMOUS FEVER DETECTION SYSTEM
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Mobile thermographic fever detection system

Perfect for simple, contact-free fever monitoring when entering schools, kindergartens, universities, shopping centers, 
companies, sports facilities, bus/train stations, event halls, surgeries, etc.

The system with patented facial recognition scans the temperature of individual persons in large streams of people, detects 
persons with elevated body temperature and enables targeted selection for further measures to protect the general public.

•  Multi-target temperature measurement up to 4m distance and up to 40 persons simultaneously with 0.5°C accuracy! - The 
limit value for the fever alarm can be adjusted.
•  Additionally the system detects people without
•  When the automatic "fever alarm" is triggered, the system stores a combined thermal + visual snapshot and displays the 
person with a portrait image and temperature value on the monitor.
•  In general, all persons whose face is visible in the camera field are recorded and stored in the archive with the currently 
measured temperature, date and time. Archiving can be set manually or generally deactivated.
•  Total visitor numbers are also recorded.
The system includes
•  1 pc. Double lens camera for thermal + visual light
 •  1 thermal camera,256x192 IRFPA sensor 25hz, 56 x 42 degree angle
 •  1 camera with visual light, sensor with 1280x768 pixels 80 degree angle
•  1 pc. tripod
•  1 pc. Micro-computer with software - 1 pc. IR remote control
•  1 pc. HDMI cable
•  1 pc. Monitor screen

The system can be used quickly anywhere, the installation takes only a few minutes and the operation is very easy!
The system can also be installed permanently with the appropriate effort for the situation!

The system meets the requirements of the current European and national guidelines.
The conformity has been established and the documents are deposited with the manufacturer.

High technology thermographic fever detection system with 2 cameras



1. USB-3 INPUT (blue): connect the camera cable with the SINGLE USB connector here
2. MIDCO SD CARD SLOT: insert a micro SD card if you want to add storage space to the unit
3. IR REMOTE RECEIVER: point the wireless remote controller to this spot if you want to control the 

unit via the supplied. (the remote controller should be powered by 2 AAA batteries)
4. USB-2 INPUT (white): connect the camera cable with the DOUBLE USB connector here
5. POWER INPUT: connect the supplied power adapter to this input.
6. NETWORK ONPUT: can be used if you want to connect the unit to the internet or to your local 

network.
7. HDMI OUTPUT: use this output to connect the unit to a TV screen or monitor via the supplied HDMI 

cable
8. AUDIO OUTPUT: can be used to connect headphones or an amplifier.

9. DETECT NUM: total number of controlled people
10. ALARM NUM: number of people that were detected with high body temperature
11. INFO: date and time
12. SETTINGS: click here to access the available settings
13. HELP: click here to access the help function (user manual)
14. CAMERA VIEW: this shows the real time camera image
15. IR CAMERA VIEW: this shows the real time thermal camera image. The software automatically 

recognizes and frames the face. At the same time, it shows the measured body temperature. The 
software can check several people at once.
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1. DETECT NUM: Total number of persons checked.
2. ALARM NUMBER: number of people detected with high body temperature.
3. INFO: Date and time.
4. SETTINGS: Click here to access the available settings.
5. HELP: Click here to access the help function (user manual).
6. CAMERA VIEW: Click here to display the real-time camera image.
7. IR CAMERA VIEW: This shows the real-time thermal image of the thermal camera. The software
    recognizes everything automatically and frames the face. At the same time the measured body
    temperature is displayed. The software can check several people at the same time.
8. ALARM IMAGES: If the function [Save data set] is activated, the images are displayed here with the
    with their measured temperature values.
9. HISTORY: When the [Save alarm image recording] option is enabled, you will find more alarm images here.
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